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ID Optional Exposure Ports UserDoc

Unique ID 

Indication if required for the basic 

operation or for the setup of the 

equipment or if they are optional

Description of each network interface and exposed service (via network 

interfaces) in factory default state of the equipment including 

information if there is an option for an authorized user to enable and 

disable the network interface or service

Port Nr.

User documentation of each exposed network interface and exposed 

service (via network interfaces) in factory default state of the 

equipment. 

Services exposed are

4900
-       UPnP compatible Remote Control Receiver 

      (IntendedFunctionality-2)

1938
-       NetworkControlServer

      (IntendedFunctionality-3)

49302
-       UPnP compatible Renderer 

      (IntendedFunctionality-4)

49692
-       UPnP compatible AV Server 

      (IntendedFunctionality-5)

49600

49601

-       DIAL compatible Server 

      (IntendedFunctionality-6)

Services exposed are

4900
-       UPnP compatible Remote Control Receiver 

      (IntendedFunctionality-2)

1938
-       NetworkControlServer

      (IntendedFunctionality-3)

49302
-       UPnP compatible Renderer 

      (IntendedFunctionality-4)

49692
-       UPnP compatible AV Server 

      (IntendedFunctionality-5)

49600

49601

-       DIAL compatible Server 

      (IntendedFunctionality-6)
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NetworkInterface-1 WLAN / Wifi Optional, disabled in factory default state

NetworkInterface-2 Wired ethernet Optional, disabled in factory default state

Information über verwendete Netzwerkports / Information on port usage 


